SELECTION CHARTS

SELECTION CHARTS AND OPERATIONAL LIMITS MENTIONED IN THIS CATALOGUE

... are given for information only and vary according to each installation's characteristics (more particularly: type of slats,
friction, conditions of installation, variation in power supply voltage, torque variations due to kinematics of each grille and metal
curtains and to its spring strength).

The salesman's or manufacturer's responsibility cannot be called into question. Recommendations for the use of tubes require
careful attention as well (see profiler's charts). Each manufacturer of grilles and metal curtains will have to test the products in
order to determine his own selection charts.

For any special case, please consult us.

THE 4 SIMU
On request, we can also make for you personalized selectuion charts that meet the specific characteristics of your closures.
You can send your requests to service@simu.com
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SINGLE-PHASE MOTORS - T5/DMI 5 - T6 / DMI 6

The following chart shows a liftable curtain weight (kg) depending on the type of rolling tube, the height of the door and the
motor torque:

T5/DMI 5 T6/DMI 6
CURTAIN
@ OF TUBE
- i I TS Y TN I T B T T

<25m 70 kq v
§ 3m . - 85 ks - - - <
50
35m - - 63 kg - - - m 'C_)
Octa 70 4m ) ) 58 kg : ) ) E >
<25m 57 kg Tk 85 kg 115 145 ¢ -
§ 3m 53 kg 66 g 80 kg 106 g 133k -
35m 51 kg 64 kg 75 kg 100 kg 130 kg -
Deprat 89 4m e 58 kg 70k 93k M7k -
<25m 63 kg 79 kg 95 kg 126 kg 157 kg -
§ 3m 59 g b 891 18k 148 -
35m 57 kg 71 kg 86 kg 114 kg 143 kg -
2r 80 4m 52 kg 65 kg 78xg 104k 130 ks -
2m 55 kg 69 kg 82 kg 110 kg 137 kq 165 kg
25m 49k 62 ko 75k 100 kg 125 150 g
3m 46 kg 58 kg 69 kg 93 kg 116 kg 139 kg
01016x36 35m 45 kg 56 g 65 kg 90 g 115 kg 135 kg
0102x2 4m e 51 kg 61 kg 82 g 102k 122
2m - - 78k 104 g 130 kg 156 g
25m - - 70k 95 g 120 kg 140 g
3m - - 66 g 87 kg 109 kg 131 g
35m - - 65 kg 85 kg 105 kg 125 kq
0108x36 4m - - 58 kg 77k 96 g 116k
<25m - - 65 kg 90 kg 110 kg 135 kg
§ 3m - - g2l 83 104 o 1241
35m - - 60 kg 80 kg 100 kg 120 ks
Octa 114 4m - - 55 kg B 9k 109 kg
2m - - 63 ko 84k 105k 126 k5
25m - - 55 kg 75k 95 kg 115k,
3m - - 53 kg 71 kg 89 kg 106 kg
J133x25 35m - - 51 kg 70 kg 85 kg 105 kg
0133x4 4m - - 47« 63 g 78xq 94 g

SELECTION CHARTS B 25



SINGLE-PHASE MOTORS - T8 / T8M - T8S / T8S DMI

The following chart shows a liftable curtain weight (kg) depending on the type of rolling tube, the height of the door and the
motor torque:

- T8/T8M - T8S/T8S DMI
CURTAIN
@ OF TUBE

235 g 314 kg 392 kg 440 kg
25m 229 kg 306 kg 382 kg 440 kg - -
3m 221 kg 294 kg 368 kg 441 kg = =
35m 215kg 286 kg 358 kg 429 kg = =
4m 209 kg 278 kg 348 kg 418 kg - -
0101.6x3.6 45m 203 kg 271 kg 338 kg 406 kg - =
g102x2
5m 194 kg 259 kg 324 g 388 kg - -
55m 185 kg 247 q 309 kg 371 kg - -
6m 176 kg 235 kg 294 kg 353 kg - -
2m 222 kg 296 Kg 370 kg 415 kg 519 kg =
25m 217 kg 289 kg 361 kg 415 kg 506 kg -
3m 208 kg 278 kg 347 kg 417 kg 486 kg -
35m 203 kg 270 kg 338 kg 406 «g 473 kg -
4m 197 kg 263 kg 329 kg 394 kg 460 kg =
J108x36 45m 192 kg 256 kg 319k 383 kg 447 kg -
5m 183 kg 244 kg 306 kg 367 kg 428 kg -
55m 175 kg 233 kg 292 kg 350 kg 408 kg -
6m 167 kg 222 kg 278 kg 333 kg 389 kg -
2m 189 kg 252 g 315kg 355 kg 441 kg 567 kg
25m 184 kg 246 kg 307 kg 355 kg 430 kg 553 kg
3m 177 kg 236 kg 295 kg 354 kg 413 kg 531 kg
35m 172 kg 230 g 287 g 345 kg 402 q 517 kg
4m 168 kg 224 kg 280 kg 335 kg 391 kg 503 kg
7127 x3.25 45m 163 kg 217 kg 272 kg 326 kg 380 kg 489 kg
5m 156 kg 208 kg 260 g 312 kg 364 kg 468 kg
55m 149 kg 198 kg 248 kg 298 kg 347 kg 446 kg
6m 142 kg 189 kg 236 Kg 283 kg 331 kg 425 kg
2m 180 kg 241 kg 301 kg 340 kg 421 kg 541 kg
25m 176 kg 235 kg 293 kg 340 kg 411 kg 528 kg
3m 169 kg 226 kg 282 kg 338 kg 395 kg 508 kg
35m 165 kg 220 kg 274 kg 329 kg 384 kg 494 kg
4m 160 kg 214 kg 267 kg 320 kg 374 kg 480 kg
g133x25 45m 156 kg 208 kg 259 kg 311 kg 363 kg 467 kg
0133x4
5m 149 kg 198 kg 248 g 298 kg 347 kg 447 kg
55m 142 kg 199 kg 237 kg 284 kg 332 g 426 kg
6m 135 kg 180 kg 226 kg 271 kg 316 kg 406 kg
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- T8/T8M - T8S/T8S DMI
CURTAIN
0 OF TUBE

2m 172 kg 229 g 286 «g 320 kg 401 kg 515 kg
25m 168 kg 223 kg 279 kg 320 kg 391 kg 503 kg
3m 161 kg 215kg 268 kg 322 g 376 kg 483 kg
35m 157 kg 209 kg 261 kg 314 kg 366 kg 470 kg
4m 152 kg 203 kg 254 kg 305 kg 356 kg 457 kg
Z ;gg; § gg 45m 148 kg 198 kg 247 kg 296 Kg 346 kg 445 kg =
5m 142 g 189 kg 236 kg 283 kg 331 kg 425 kg i %
55m 135 180 ¢ 225 27 g 316 ks 406 kg 2 5
6m 129 kg 172 kg 215kg 258 kg 301 kg 387 kg E =
2m 151 kg 201 kg 252 kg 280 kg 352 kg 453 kg
25m 147 kg 196 kg 245 kg 280 kg 343 kg 442 kg
3m 142 g 189 kg 236 kg 283 kg 330 kg 425 kg
35m 138 kg 184 kg 230 kg 275 g 321 kg 413 kg
4m 134 kg 179 kg 223 kg 268 kg 313 kg 402 kg
g §§§§ Z:g 45m 130 kg 174 kg 217 g 260 kg 304 kg 391 kg
5m 125 kg 166 kg 208 kg 249 kg 291 kg 374 g
55m 19k 158 kg 198 kg 238 kg 277 kg 357 kg
6m 13 kg 151 kg 189 kg 226 kg 264 kg 340 kg
2m 143 kg 190 kg 238 kg 265 kg 333 kg 429 kg
25m 139 kg 186 kg 232 g 265 kg 325kg 418 kg
3m 134 kg 179 kg 223 kg 268 kg 313 kg 402 kg
35m 130 kg 174 kg 217 kg 261 g 304 kg 391 kg
4m 127 kg 169 kg 211 kg 254 kg 296 kg 380 kg
g ;gg ; Zg 45m 123 kg 164 kg 205 kg 246 kg 288 kg 370 g
5m 118 kg 157 kg 196 kg 236 Kg 275 g 354 kg
55m 13 kg 150 kg 188 kg 225 kg 263 kg 338 kg
6m 107 kg 143 kg 179 kg 214 kg 250 kg 321 kg
2m - - - - 289 kg 372 kg
25m - - - - 282 kg 362 kg
3m - - - - 271 kg 348 kg
35m - - - - 264 g 339 kg
4m - - - - 257 kg 330 kg
01937 x5.4 45m - - - - 249 kg 321 kg
5m - - - - 239 kg 307 kg
55m - - - - 228 kg 293 kg
6m - - - - 217 kg 279 kg
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THREE-PHASE MOTORS - T9/T9M

The following chart shows a liftable curtain weight (kg) depending on the type of rolling tube, the height of the door and the

motor torque:

0 OF TUBE

0101.6x3.6
2102x2

T9/TIM
CURTAIN

440 kg

441 kg

418 kg

388 kg

353 kg

2108x3.6

415 kg

406 kg

383 kg

350 Kg

0127 x 3.25

355 kg 504 kg 630 kg
-—————
354 kg 472 kg 591 kg
-—————
335kg 447 g 559 kg
-—————
312k 416 kg 520 kg
-—————
283 kg 378 kg 472 kg

g133x2.5
2133x4

340 kg 469 kg 586 g 704 kg
-—————
329k 439 g 549 kg 659 kg
-—————
311 kg 415 kg 519 kg 623 kg
-—————
284 kg 379 kg 474 kq 568 kg
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T9/TIM

320 458 kg 573 g 687 kg
25m 320k 47 ¢ 558 kg 670 ks -
3m 322k 429, 537 kg 644 kg -
35m 34k N8, 523 kg 627 ko -
3 4m 305 kg 407 & 508 g 610 & -
g139.7x32 45m 296 kg 395 kg 494 kg 593 kg -
5m 283k 378k 472k 567 kg -
55m Mk 361 kg 451 kg 541 kg -
6m 258 kg 344 ¢ 429k 515 kg -
2m 280 g 403 kg 503 kg 604 g 805 kg
25m 280 & 392k 491k 589 kg 785k
3m 283 kg 377 kg 472 «q 566 g 755 kg
35m 275k 367 kg 459 kg 551 kg 735 kg E L
4m 268 kg 357 kg 447 kg 536 kg T4k D_:DJI E
A 45m 260 &g 37 kg 434k 521 ks 694 kg = C§)
5m 249 kg 332 kg 415 kg 498 kg 664 kg
55m 238 kg 317 kg 396 kg 475 kg 634 kg
6m 226 & 302k 377k 453 g 604 ks
2m 265 kg 381k 476 kg 571 kg 762k
25m 265 kg 3k 464 557 kg 743k
3m 268 kg 357 kg 446 kg 536 kg Tk
35m 261 kg 348k 435k 521 kg 695 kg
4m 254 kg 338k 423k 507 kg 676 ks
gresxas 45m 26 kg 329k M1k 493 657 g
5m 236 ks 314k 393k s 629 ks
55m 225k 300 & 375k 450 & 600 ks
6m 24k 286 & 357 kg 429 571k
2m - 330 & M3, 496 g 661 kg
25m - 322 403 kg 483k 644 K
3m - 310 kg 387 kg 465 kg 620 kg
35m - 301 kg 377 kg 452 kg 603 kg
4m - 293 g 367 ks 440 & 586 ks
0193.7x54 45m - 285 g 356 kg 427 & 570 ks
5m - 273 kg 341 kg 409 kg 545 kg
55m - 260 g 325k 390 & 520 ks
6m - 28k 310k 372k 496 ks
2m - - - - 656 kg
25m - - - - 525 kg
3m - - - - 511k
35m - - - - 492 ¢
4m - - - - 479
45m - - - - 466 ks
0244x6.3 o _ _ _ ; o
55m - - - - M3
6m - - - - 393 &
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