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* WHAT IS SIMU-BHz?
This is the new radio range with information feedback developed by SIMU.  
Thanks to the LiveIn2 app, I can see the position of my motorised shutters in BHz, from my smartphone, at home or on the move.  
I can also choose to set the opening of my shutter to the position I want!

INCLUDING
• PROGRESSIVE: Manual progressive limit switch setting with an adjustment tool.
• PROGRESSIVE DMI: equipped with a manual override built into the motor head.
• AUTO: Automatic electronic limit switch setting. The shutter must be equipped with high and low stop points.  
• AUTO+: �Automatic electronic limit switch setting. The shutter must be equipped with high and low stop points.   

Unstressing function at the TOP and BOTTOM of the electronic limit switches to avoid damage to the units and forcing the apron.
• AUTO+SHORT: short motor version for narrow shutter.
• E (Electronic): �4 electronic limit switch setting modes possible, with a specific setting switch.

DMI with manual override built into the motor head.

SHORT TUBE UNSTRESSING

STOP ON OBSTACLE FROST DETECTION
INTERMEDIATE 
POSITION

BHz INFORMATION 
FEEDBACK *

SIMU-Hz RADIO

INCLUDING
•PROGRESSIVE DMI Hz.01: �Manual progressive limit switch setting with an adjustment tool. 

Equipped with a manual override.
• RADIO Hz.02: Manual electronic limit switch setting from a radio transmitter.
• AUTOSHORT Hz and BHz*: �Automatic electronic limit switch setting. The shutter must be equipped with high and low stop points.  

Short motor version for narrow shutter.
• E Hz and E BHz* (Electronic): ��4 electronic limit switch setting modes possible from the transmitter.

WIRED MOTOR RANGE

MOTOR FUNCTIONS & SPECIFIC FEATURES

RADIO MOTOR RANGE

�4 electronic limit switch setting modes possible:
AUTOMATIC - SEMI AUTOMATIC HIGH - SEMI AUTOMATIC LOW - MANUAL

4 MODES

Automatic electronic limit switch setting.
The shutter must be equipped with high and low stop points.  

AUTO

Manual electronic limit switch setting from a radio transmitter.MANUAL

Manual progressive limit switch setting with an adjustment tool. MANUAL
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MOTOR RANGE

SUMMARY TABLE

x** : 3 motors maximum in parallel per switchx* : cannot be used for end-limit setting
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Range of torque (Nm)
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Built-in manual override DMI

Parallel wiring

4 MODES from a transmitter

4 MODES from a specific setting switch

AUTOMATIC

MANUAL from a transmitter

MANUAL PROGRESSIVE with an adjustment tool

UNSTRESSING function

Intermediate position

Protection against frost

Obstacle detection
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TYPE OF CLOSURE

MOTORISATIONS AND CONTROLS FOR INDUSTRIAL AND COMMERCIAL CLOSURES
TYPE OF MOTORIZATION

CENTRIS 60, 75, 100, 140  
or 200 Nm

        CENTRIS VEOHz 75, 100or 140 Nm

T5 / DMI5 40 or 50 Nm

T6 / DMI6 60, 80, 100 or 120 Nm

T8S / T8S DMI 150, 200, 250 or 300 Nm 
(Ø80)

T8 / T8M
150, 250 or 300 Nm (Ø80)

 
350 or 450 Nm (Ø89)

T9 / T9M
300 Nm (Ø80)

400, 500, 600 or 800 Nm 
(Ø89)

SIMUBOX 180 or 250 Nm

SIMUBOX 220, 300 or 430 Nm

SIMUBOX EI 220, 300 or 430 Nm

SIMUBOX SI 250, 400, 550, 750  
or 1000 Nm

SIMUBOX 80 Nm

SIMUBOX 120 Nm

SIMUBOX EI 120 Nm

POWER SUPPLY TYPE OF MOTOR AVAILABLE TORQUES WIRED CONTROL RADIO CONTROL
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